
Construction Specification 

5D-FB Coaxial Cable

5D-FB
EAN: 4751040000432   P/N: 5D-FB

3-7 business day delivery

Need Help?

support@rangeful.com

+371 25 444 666

Conductor CCA, 1.80 ± 0.02 mm

PE foam, Ø5.00 ± 0.10 mm

Binder/Braid Shield AP+AA, Ø5.78 ± 0.15mm

Jacket Black, LSZH, Ø7.50 ± 0.15mm

Free Support 3-year warranty & service 30-day return policy

Insulation

Mechanical Characteristics

Electrical Characteristics

Capacitance 82pF/m

Impedance 50 Ω

Velocity 80 %

Operating frequency 10 ~ 6000 MHz

VSWR 10 ~ 1000 MHz 1.20 Max

VSWR 10 ~ 3000MHz 1.30 Max

VSWR 10 ~ 6000 MHz 1.40 Max

Time delay 4.17 ns/m

Max. operating Voltage 2000 Vrms/min

Minimum bending radius 75 mm

-25 ~ 80°C

Cutoff frequency 30 Ghz

Shielding effect ≥ 90 %

Pmax 8.8 kW

Operating temperature

Attenuation

150 MHz 0.078 dB/m

450 MHz 0.135 dB/m

900 MHz 0.202 dB/m

1500 MHz 0.269 dB/m

1800 MHz 0.286 dB/m

2000 MHz 0.317 dB/m

2500 MHz 0.352 dB/m

3000 MHz 0.382 dB/m

6000 MHz 0.564 dB/m


